S2?2 Pedestal Block Diagram:

The MOVING IMAGE TECHNOLOGIES S2 Pedestal is the most widely used pedestal in D Cinema today. It h
been designed by MiIT engineers for ergonomics and functionality, while at the same time being attractive to

the eye. It consists of a rugged, welded enclosure made from 14 Ga steel. It's designed to support projectors

up to 400 Ibs. Customers have the choice of louvered panels or screened doors for the unused rack mounting
areas. The S2 can accommodate all D-Cinema Servers as well as the full line of MIiT accessories. This
includes IMC automations, M-Series Dimmers and 1S-30 Spike Arrestors all of which can be pre wired in our
IDFWRU\ WR \RXU FXVWRP VSHFLAFDWLRQV 6HH VHSDUDWH VSHH

Options:

¥ Power Distribution Unit ¥ Pre Assembly And Wiring

T International Voltages Available +3UH &RQAJXUDWLRQ $QG $
$IMC Series Automation Systems Network

t1s-30 Spike/Surge Protection Unit ¥ Seismic Foot Clamps

1 M-Series Dimmer

Part Numbers:

$A000310-001 Standard Pedestal
$ [ 3BRZHU "'LVWULEXWLRQ XQLW 1 $PHULFD DQG ,
$ [ ,0& M $XWRPDWLRQ V\VWHP 58 WUD\
. $ [ .6 6SLNH DQG VXUJH DUUHVWRU 9 DQG
Features: & 7LOW 5LVHU %ORFN
& $GDSWHU 1(& SURMHFWRU PRXQW UHT- -G
Supports small and large DLP projectors from T May be track mounted 3% [ LPPHU FKDQQHO DQG FKDQQRHO YHUVLRQV
all major OEMs

T Tilt block available for greater tilt Mechanical:
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k
AHILE ¥ Hold-down clamps secure projector feet $+'LPHQVLRQV

Internal work light built-in to ease service + J)RU XVH LQ QHZ FRQVWUXF ¥ Weight: 200Ibs

Long leveling feet allow tilting to 10 degrees o e ———
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Conduit knockouts on the front side for routing subject to change without notice. YOUR DIGITAL CINEMA EXPERTS
power in and out
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